
Vorking Voltage : 200-260 VAC

High-efficiency LED luminaires 150 lm / W

CCT 3000 K ~ 6500 K

Die cast aluminum housing, Stainless steel screw

Operating temp: -30~+60

IP66, Class I

LED Lifespan > 50,000 hours

High performance Design With Nichia, Osram, Seoul

CRI > Ra70 (CRI>Ra80 optional)

Wifi Assisted Central control system (Optional)

Features ;

Led Street Lamp

Product Code Power Optik WeightLumen PFC PriceNumber of
LED

HPSY-AC SERIES

HPSY-84S-40-AC-XX-AS 40 W 4.800 lm AS 6 Kg >90 84S 97,50 USD

HPSY-84S-60-AC-XX-AS 60 W 7.200 lm AS 6 Kg >90 84S 105,00 USD

HPSY-84S-75-AC-XX-AS 75 W 9.100 lm AS 6 Kg >90 84S 127,50 USD

HPSY-84S-80-AC-XX-AS 80 W 9.600 lm AS 6 Kg >90 84S 135,00 USD

HPSY-120S-90-AC-XX-AS 90 W 12.100 lm AS 7 Kg >95 120S 142,50 USD

HPSY-48P-100-AC-XX-AS 100 W 10.000 lm AS 7 Kg >95 48P 157,50 USD

HPSY-120S-105-AC-XX-AS 105 W 12.600 lm AS 7 Kg >95 120S 150,00 USD

HPSY-120S-110-AC-XX-AS 110 W 12.000 lm AS 7 Kg >95 120S 150,00 USD

HPSY-120S-120-AC-XX-AS 120 W 13.200 lm AS 7,5 Kg >95 120S 165,00 USD

HPSY-60P-120-AC-XX-AS 120 W 12.000 lm AS 7.5 Kg >95 60P 172,50 USD

HPSY-64P-140-AC-XX-AS 140 W 16.500 lm AS 7,5 Kg >95 64P 180,00 USD

HPSY-144S-150-AC-XX-AS 150 W 16.500 lm AS 7,5 Kg >95 144S 180,00 USD
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High efficiency LED technology

IP66 sealed housing Class II Safety class

High efficiency LED Driver

Features ;

Product Code Power Optik WeightLumen PFC PriceNumber of
LED

HPS SERIES

HPS-81P-185-AC-XX-DD 185 W 21.000 lm DD 9 Kg 81P 244,50 USD

HPS-192S-200-AC-XX-DD 200 W 24.000 lm DD 10 Kg 192S 247,50 USD

HPS-264S-250-AC-XX-DD 250 W 30.000 lm DD 12 Kg 264S 300,00 USD
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High efficiency LED Driver Meanwell, Inventronics, Eaglerise, SOSEN

Die cast aluminum housing, Stainless steel screw

CCT 3000 K ~ 6500 K

IP66, Class I

Operating temp: -30~+60

CRI > Ra70 (CRI>Ra80 optional)

High performance Design With Nichia, Osram, Seoul

No external reflectors required

2 KV Surge Prodection

Luminous Efficacy up to 120lm/W

LPM SERIES

Features ;

LPM-36S-30-AC-XX-AS 30 W AS 4 Kg3.300 lm >0.90 67,50 USD36S

LPM-36S-40-AC-XX-AS 40 W AS 4 Kg4.800 lm >0.90 67,50 USD36S

LPM-72S-50-AC-XX-AS 50 W AS 4 Kg6.000 lm >0.90 75,00 USD72S

LPM-72S-60-AC-XX-AS 60 W AS 4 Kg7.200 lm >0.90 75,00 USD72S

Product Code Power Optik WeightLumen PFC PriceNumber of
LED
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High efficiency LED Driver Meanwell, Inventronics, Eaglerise, SOSEN

Die cast aluminum housing, Stainless steel screw

CCT 3000 K ~ 6500 K

IP66, Class I

Operating temp: -30~+60

CRI > Ra70 (CRI>Ra80 optional)

High performance Design With Nichia, Osram, Seoul

No external reflectors required

2 KV Surge Prodection

Luminous Efficacy up to 120lm/W

LPM SERIES

Features ;

LPM-36S-40-AC-XX-DD 40 W DD 5 Kg3.300 lm >0.90 82,50 USD36S

LPM-72S-50-AC-XX-AS 50 W AS 4 Kg6.000 lm >0.90 75,00 USD72S

LPM-72S-60-AC-XX-DD 60 W DD 5 Kg7.800 lm >0.90 67,50 USD72S

Product Code Power Optik WeightLumen PFC PriceNumber of
LED
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IP66, Class I

High efficiency LED Driver Meanwell, Inventronics, Eaglerise, SOSEN

CRI > Ra70 (CRI>Ra80 optional)

180 degree adjustable body structure

Die cast aluminum housing, Stainless steel screw

Luminous Efficacy up to 120lm/W

High performance Design With Nichia, Osram, Seoul

Operating temp: -30~+60

CCT 3000 K ~ 6500 K

LED Lifespan > 50,000 hours

No external reflectors required

Built-in timer and dimmer unit Optional

10 KV Surge Prodection

Features ;

Product Code Power Optik WeightLumen PFC PriceNumber of
LED

LPSR SERIES

LPSR-144S-70-AC-XX-DD 70 W 9.100 lm DD 5 Kg >0.95 144S 127,50 USD

LPSR-144S-90-AC-XX-DD 90 W 10.800 lm DD 5 Kg >0.95 144S 135,00 USD

LPSR-144S-100-AC-XX-DD 100 W 13.000 lm DD 6 Kg >0.95 144S 165,00 USD

LPSR-64P-100-AC-XX-DD 100 W 13.000 lm DD 5 Kg >0.95 64P 172,50 USD

LPSR-192S-120-AC-XX-DD 120 W 14400 lm DD 5 Kg >0.95 192S 180,00 USD

LPSR-192S-150-AC-XX-DD 150 W 18.000 lm DD 5 Kg >0.95 192S 180,00 USD
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IP66, Class I

High efficiency LED Driver Meanwell, Inventronics, Eaglerise, SOSEN

CRI > Ra70 (CRI>Ra80 optional)

180 degree adjustable body structure

Die cast aluminum housing, Stainless steel screw

Luminous Efficacy up to 120lm/W

High performance Design With Nichia, Osram, Seoul

Operating temp: -30~+60

CCT 3000 K ~ 6500 K

LED Lifespan > 50,000 hours

No external reflectors required

Built-in timer and dimmer unit Optional

10 KV Surge Prodection

Features ;

Product Code Power Optik WeightLumen PFC PriceNumber of
LED

LPSR SERIES

2xLPSR-288S-200-AC-XX-DD 200 W 24.000 lm DD 13 Kg >0.95 288S 255,00 USD

2xLPSR-384S-260-AC-XX-DD 260 W 31.200 lm DD 14 Kg >0.95 384S 300,00 USD

2xLPSR-384S-300-AC-XX-DD 300 W 35.000 lm DD 14 Kg >0.95 384S 330,00 USD

2xLPSR-128P-300-AC-XX-DD 300 W 33.000 lm DD 14 Kg >0.95 128P 352,50 USD
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CCT 3000 K ~ 6500 K

Die cast aluminum housing, Stainless steel screw

Operating temp: -30~+50

Motion Sensor Option

No external reflectors required

IP66, Class I

Luminous Efficacy up to 120lm/W

LED Lifespan > 50,000 hours

High performance Design With Nichia, Osram, Seoul

CRI > Ra70 (CRI>Ra80 optional)

High efficiency LED Driver Meanwell, Inventronics, Eaglerise, SOSEN, MOSO Power

EDS SERIES

Features ;

High Bay LED Fixtures

EDS-120S-70-AC-XX-ST 70 W ST 6,5 Kg8.400 lm >0.95 135,00 USD120S

EDS-144S-100-AC-XX-ST 100 W ST 7 Kg12.000 lm >0.95 142,50 USD144S

EDS-144S-120-AC-XX-ST 120 W ST 7 Kg14.400 lm >0.95 150,00 USD144S

EDS-192S-160-AC-XX-90 160 W 90 7 Kg19.000 lm >0.95 150,00 USD192S

Product Code Power Optik WeightLumen PFC PriceNumber of
LED
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Features ;

Product Code Power Optik WeightLumen PFC PriceNumber of
LED

RPS SERIES

RPS-60S-40-AC-XX-ST 40 W 4.800 lm ST 7 Kg >0.90 60S 135,00 USD

RPS-180S-60-AC-XX-ST 60 W 8.000 lm ST 7 Kg >0.90 180S 142,50 USD
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CCT 3000 K ~ 6500 K

Aluminum housing, Stainless steel screw

Vorking Voltage : 180-260 VAC 50 Hz

Operating temp: -20~+60

IP65, Class I

LED Lifespan > 50,000 hours

High performance Design With Nichia, Osram, Seoul

CRI > Ra70 (CRI>Ra80 optional)

Wifi Assisted Central control system (Optional)

Luminous Efficacy up to 150lm/W

Adjustable tilt angles

Quick,easy and safe installation.

Features ;

Product Code Power Optik WeightLumen PFC PriceNumber of
LED

RPS-L SERIES

RPSL-72S-24-DC-XX-SP 24 W 3360 lm SP 8 Kg 72S 135,00 USD

RPSL-120S-40-AC-XX-ST 40 W 5.200 lm ST 8 Kg >0.90 120S 135,00 USD

RPSL-60S-40-AC-XX-ST 40 W 4.800 lm ST 8 Kg >0.90 60S 135,00 USD

RPSL-72S-40-DC-XX-SP 40 W 5200 lm SP 8 Kg 72S 142,50 USD

RPSL-60S-60-AC-XX-ST 60 W 7.800 lm ST 8 Kg >0.90 60S 142,50 USD

RPSL-60S-60-AC-XX-ST 60 W 7.800 lm ST 8 Kg >0.90 60S 142,50 USD
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Features ;

Product Code Power Optik WeightLumen PFC PriceNumber of
LED

RPS SERIES

RPS-120S-40-AC-XX-ST 40 W 5.200 lm ST 7 Kg >0.90 120S 142,50 USD

RPS-60S-40-AC-XX-ST 40 W 4.800 lm ST 7 Kg >0.90 60S 142,50 USD

RPS-180S-60-AC-XX-ST 60 W 8.000 lm ST 7 Kg >0.90 180S 150,00 USD

RPS-72S-60-AC-XX-ST 60 W 7.800 lm ST 7 Kg >0.90 72S 142,50 USD
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Features ;

Product Code Power Optik WeightLumen PFC PriceNumber of
LED

RPS SERIES

RPS-60S-60-AC-XX-ST 60 W 7.800 lm ST 8 Kg >0.90 60S 127,50 USD
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2 KV Surge Prodection

CCT 3000 K ~ 6500 K

Aluminum housing, Stainless steel screw

Operating temp: -30~+60

IP65, Class I

High performance Design With Nichia, Osram, Seoul

Luminous Efficacy up to 120lm/W

High efficiency LED Driver Meanwell, Inventronics, Eaglerise, SOSEN

CRI > Ra70 (CRI>Ra80 optional)

DCR-AC SERIES

Features ;

DCR Series Garden Lamp

DCR-AC-36S-30-AC-XX-AS 30 W AS 35 Kg3.600 lm >0.90 127,50 USD36S

Product Code Power Optik WeightLumen PFC PriceNumber of
LED
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Vorking Voltage : 11 to 36 VDC

High-efficiency LED luminaires 150 lm / W

CCT 3000 K ~ 6500 K

Die cast aluminum housing, Stainless steel screw

Operating temp: -30~+60

Motion Sensor Option

IP66, Class I

LED Lifespan > 50,000 hours

High performance Design With Nichia, Osram, Seoul

CRI > Ra70 (CRI>Ra80 optional)

Built-in timer and dimmer unit Optional

Wifi Assisted Central control system (Optional)

Features ;

LED Solar Street Lights

Product Code Power OptikLumen PriceSolar
Panel

Solar
Battery Pole

HPSY-GE SERIES

HPSY-60S-18-GE-XX-ST-80-40 18 W 2.500 lm ST 80 W 40 Ah 8 Mt 487,50 USD

HPSY-60S-24-GE-XX-ST-80-65 24 W 3.360 lm ST 80 W 65 Ah 5 Mt 600,00 USD

HPSY-60S-24-GE-XX-ST-100-80 24 W 3.360 lm ST 100 W 80 Ah 5 Mt 630,00 USD

HPSY-84S-30-GE-XX-AS-110-150 30 W 4.400 lm AS 110 W 150 Ah 6 Mt 765,00 USD

HPSY-84S-35-GE-XX-AS-125-100 35 W 3.900 lm AS 125 W 100 Ah 6 Mt 750,00 USD

HPSY-84S-36-GE-XX-AS-150-80 36 W 5.400 lm AS 150 W 80 Ah 6 Mt 727,50 USD

HPSY-84S-36-GE-XX-AS-140-100 36 W 4.600 lm AS 140 W 100 Ah 6 Mt 787,50 USD

HPSY-120S-48-GE-XX-AS-160-100 48 W 7.000 lm AS 160 W 100 Ah 6 Mt 802,50 USD

HPSY-84S-50-GE-XX-AS-150-150 50 W 7.000 lm AS 150 W 150 Ah 6 Mt 900,00 USD

HPSY-144S-60-GE-XX-AS-150-180 60 W 8.400 lm AS 150 W 180 Ah X 825,00 USD
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Vorking Voltage : 11 to 36 VDC

High-efficiency LED luminaires 150 lm / W

CCT 3000 K ~ 6500 K

Die cast aluminum housing, Stainless steel screw

Operating temp: -30~+60

Motion Sensor Option

IP66, Class I

LED Lifespan > 50,000 hours

High performance Design With Nichia, Osram, Seoul

CRI > Ra70 (CRI>Ra80 optional)

Built-in timer and dimmer unit Optional

Wifi Assisted Central control system (Optional)

Features ;

LED Solar Street Lights

Product Code Power OptikLumen PriceSolar
Panel

Solar
Battery Pole

HPSY-GE SERIES

HPSY-84S-36-GE-XX-AS-200-100 36 W 6.200 lm AS 200 W 100 Ah 6 Mt 810,00 USD

HPSY-120S-48-GE-XX-AS-200-200 48 W 7.000 lm AS 200 W 200 Ah X 937,50 USD

HPSY-144S-60-GE-XX-AS-280-200 60 W 8.000 lm AS 280 W 200 Ah 6 Mt 1.087,50 USD

HPSY-144S-60-GE-XX-AS-160-120 60 W 8.000 lm AS 160 W 120 Ah 8 Mt 1.125,00 USD

HPSY-144S-75-GE-XX-AS-300-200 75 W 9.000 lm AS 300 W 200 Ah X 1.125,00 USD

HPSY-144S-80-GE-XX-AS-250-240 80 W 10.000 lm AS 250 W 240 Ah 7 mt 1.800,00 USD

HPSY-144S-100-GE-XX-AS-300-300 100 W 14.400 lm AS 300 W 300 Ah X 1.650,00 USD

HPSY-144S-150-GE-XX-AS-450-200 150 W 18.000 lm AS 450 W 200 Ah X 1.800,00 USD

HPSY-240S-180-GE-XX-AS-600-400 180 W 24.000 lm AS 600 W 400 Ah X 1.800,00 USD
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Operating temp: -20~+60

Motion Sensor Option

Luminous Efficacy up to 150lm/W

Wifi Assisted Central control system (Optional)

IP66, Class I

High performance Design With Nichia, Osram, Seoul

Vorking Voltage : 11 to 36 VDC

CCT 3000 K ~ 6500 K

Aluminum housing, Stainless steel screw

CRI > Ra70 (CRI>Ra80 optional)

Built-in timer and dimmer

Long lifetime Solar Battery

High efficiency Solar Panel

Features ;

Product Code Power OptikLumen PriceSolar
Panel

Solar
Battery Pole

RPS-GE SERIES

RPS-36S-24-GE-XX-ST-100-65 24 W 2.360 lm ST 100 W 65 Ah 5 Mt 675,00 USD

RPS-60S-24-GE-XX-ST-120-100 24 W 3.600 lm ST 120 W 100 Ah 5 Mt 780,00 USD

RPS-36S-24-GE-XX-ST-150-100 24 W 3.360 lm ST 150 W 100 Ah 5 Mt 787,50 USD

RPS-60S-36-GE-XX-ST-140-100 36 W 5.400 lm ST 140 W 100 Ah 5 Mt 787,50 USD

RPS-60S-48-GE-XX-ST-200-150 48 W 6.240 lm ST 200 W 150 Ah 5 Mt 975,00 USD
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Adjustable Power options

Built-in timer and dimmer unit Optional

Optional pole height options

Optional motion sensor

High-efficiency LED luminaires 150 lm / W

Decorative Design Plug and Play Systems

Operating temp: -30~+60

CRI > Ra70 (CRI>Ra80 optional)

CCT 3000 K ~ 6500 K

High performance Design With Nichia, Osram, Seoul

Wifi Assisted Central control system (Optional)

Aluminum housing, Stainless steel screw

DCR-GE SERIES

Features ;

Solar Garden Lighting

DCR-36S-12-GE-XX-ST-60-40 12 W ST1.800 lm 450,00 USD60 W 40 Ah 3,5 Mt

DCR-36S-12-GE-XX-ST-60-20 12 W ST1.800 lm 420,00 USD60 W 20 Ah 3,5 Mt

DCR-36S-12-GE-XX-ST-40-40 12 W ST1.800 lm 435,00 USD40 W 40 Ah 3,5 Mt

DCR-36S-12-GE-XX-ST-60-100 12 W ST1.800 lm 517,50 USD60 W 100 Ah 3,5 Mt

DCR-36S-18-GE-XX-ST-60-55 18 W ST2000 lm 517,50 USD60 W 55 Ah 3,5 Mt

Product Code Power OptikLumen PriceSolar
Panel

Solar
Battery Pole
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